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Mr. Dennis Ware

Plateau Mining Company
P.O. Box 30

Helper, Utah 84526-0030

Subject: Approval of Phase I Bond Release of Remaining Reclaimed Areas, Task ID #3467,
Plateau Mining Corporation. Crandall Canyon, Willow Creek Mine C/007/0038

Dear Mr. Ware:

The Division has processed your application for Phase I bond release for the Crandall
Canyon area of the Willow Creek Mine. Bond release is hereby approved. Plateau Mining '
Corporation has requested a reduction in the bond for the full 60% for the Crandall Canyon portion
of the Willow Creek Bond. This Phase I bond release applies to the reclaimed 32.96 acres of land
in Crandall Canyon. The reclamation work consisted of demolition of surface facilities, B
backfilling and sealing of two mine shafts, general backfilling and grading of the canyon, resoiling,
seeding and mulching. Crandall Canyon is located in Sections 27 and 28, T. 12 S.,R.9E. The
effective date of this release is July 7, 2010.

A copy of the Division’s Decision Document, which discusses the findings that support the
bond release, is enclosed. The US Office of Surface Mining, the Utah Department of Water
Quality and the Bureau of Land Management have concurred with this bond release.

Thank you for your help during this process. If you have any questions, please call April
Abate at 801-538-5214 or Daron Haddock at 801-538-5325.
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TECHNICAL ANALYSIS

The Division ensures that coal mining and reclamation operations in the State of Utah are
consistent with the Coal Mining Reclamation Act of 1979 (Utah Code Annotated 40-10) and the
Surface Mining Control and Reclamation Act of 1977 (Public Law 95-87). The Utah R645 Coal
Mining Rules are the procedures to implement the Act. The Division reviews each permit or
application for permit change, renewal, transfer, assignment, or sale of permit right for
conformance to the R645-Coal Mining Rules. The Applicant/Permittee must comply with all the
minimum regulatory requirements as established by the R645 Coal Mining Rules.

The regulatory requirements for obtaining a Utah Coal Mining Permit are included in the
section headings of the Technical Analysis (TA) for reference. A complete and current copy of
the coal rules can be found at http://ogm.utah.gov

The TA is organized into section headings following the organization of the R645-Coal
Mining Rules. The Division analyzes each section and writes findings to indicate whether. or not
the application is in compliance with the requirements of that section of the R645-Coal Mining
Rules.
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TECHNICAL ANALYSIS DESCRIPTION

This TA addresses Phase I Bond Release on the Crandall Canyon portion of the Willow
Creek mine. The reclamation areas in Crandall Canyon consisted of demolition of surface
facilities, backfilling of mine shafts, general backfilling and grading, resoiling, seeding, and
mulching. Crandall Canyon is located in Township 12 S., R. 9 E, within portions of Sections 22,
27 and 28, Salt Lake Base Meridian approximately 5.5 miles north of Helper, Utah on Highway
6. The total acreage that this Phase I Bond applies to is 32.96 acres.

In 2003, the initial demolition and reclamation of the surface facilities began. Broadcast
seeding occurred initially during the fall of 2003, with seedlings planted fall of 2004. The area
surrounding Shaft No. 1 was regraded and reseeded during the fall of 2005 to repair the
settlement of the shaft. The area adjacent to shaft No. 2 was regarded and reseeded July 2008.
The entire site has been reclaimed to the final configuration.

The Crandall Canyon portion of the Willow Creek bond totals $750,600. The Permittee
has requested the full 60% reimbursement as allowed by the rules for the Phase I Bond Release.
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RECLAMATION PLAN

GENERAL REQUIREMENTS

Regulatory Reference: PL 95-87 Sec. 515 and 516; 30 CFR Sec. 784.13, 784.14, 784.15, 784.16, 784.17, 784.18, 784.19, 784.20,
784.21, 784.22, 784.23, 784.24, 784.25, 784.26; R645-301-231, -301-233, -301-322, -301-323, -301-331, -301-333, -301-
341, -301-342, -301-411, -301-412, -301-422, -301-512, -301-513, -301-521, -301-522, -301-525, -301-526, -301-527, -
301-528, -301-529, -301-531, -301-533, -301-534, -301-536, -301-537, -301-542, -301-623, -301-624, -301-625, -301-
626, -301-631, -301-632, -301-731, -301-723, -301-724, -301-725, -301-726, -301-728, -301-729, -301-731, -301-732, -
301-733, -301-746, -301-764, -301-830.

Analysis:

The Permittee has met the general requirements for Phase I Bond Release. The following
presents a Chronology of reclamation activities for Crandall Canyon:

2003  Initial Demolition of Surface Facilities Backfilling of Shafts, General Backfilling, and
Broadcast Seeding

2004 Seedlings Planted

2005 Regrading and reseeding to repair settled shaft No. 1

2008 The area adjacent to shaft No. 2 was regarded and reseeded July 2008.

POSTMINING LAND USES

Regulatory Reference: 30 CFR Sec. 784.15, 784.200, 785.16, 816.133, 817.133; R645-301-412, -301-413, -301-414, -302-270, -
302-271, -302-272, -302-273, -302-274, -302-275.

The postmining land use for Crandall Canyon is wildlife habitat and also, but not limited
to, private recreational use by the adjacent landowner such as hunting, cabin sites, BLM access
for grazing. To facilitate these uses, a new primary road was constructed through the canyon in
order to provide access and egress to the canyon. The road is intended to remain in place after
Phase III Bond Release. Letters and comments with regard to leaving the road in place were
solicited. None of the comments received indicated any opposition to leaving the road in place.

Findings:

The information in the application is adequate to meet the requirements of this section of
the regulations.
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APPROXIMATE ORIGINAL CONTOUR RESTORATION

Regulatory Reference: 30 CFR Sec. 784.15, 785.16, 816.102, 816.107, 816.133, 817.102, 817.107, 817.133; R645-301-234, -301-
412, -301-413, -301-512, -301-531, -301-533, -301-553, -301-5386, -301-542, -301-731, -301-732, -301-733, -301-764.

Analysis:

Steep canyon side slopes and a relatively broad canyon bottom characterize the natural
topography of Crandall Canyon. According to R645-301.533.130, reclamation slopes shall not
exceed the angle of repose and shall have a minimum long-tem static safety factor of 1.3.
Reclamation soil characteristics were used to identify the angle of repose for sandy loam to
loamy sand with 5 to 15% clay and 5 to 75% rock, as well as for loose, dry sand. For slopes up to
36 degrees (1.4:1 slope), a critical safety factor of 1.4 would apply at static conditions.

The Permittee has restored the canyon through the area previously occupied by mine
shafts and sedimentation ponds. The Permittee has reclaimed the canyon bottom by aligning the
channel near the center of the canyon floor. Concave fill slopes have been constructed to extend
from the undisturbed boundary to the reclaimed channel. The fill slopes have been configured
this way to be less than the angle of repose for the backfill and flatter than a 2:1 slope in most
areas. Topographic highs have been constructed in the areas of the former shafts. Some cut
slope areas have been retained on one of the side canyons located on the south side of the road.
According to the applicant, the cut slopes were necessary to retain the required safety factor of
1.3. The cut slopes have not shown signs of instability to date.

Findings:
The application package contains cross sections of areas within the reclaimed st'ream'
channel on Exhibit 3.7-14AB. The Permittee has provided adequate information contained in the

application package pertaining to AOC. Upon inspection, the restored topography was evaluated
and determined to correspond well to AOC.

BACKFILLING AND GRADING

Regulatory Reference: 30 CFR Sec. 785.15, 817.102, 817.107; R645-301-234, -301-537, -301-552, -301-553, -302-230, -302-231, -
302-232, -302-233.

Analysis:

Two shafts in Crandall Canyon were backfilled during the summer of 2003. E.af:h of the
shafts experienced variable amounts of settlement requiring additional backfill to stabilize eaf:h
shaft. In July 2008, after the backfill was allowed to further settle in the shafts, backfilled soil
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was excavated to depths of up to two feet below the collar and bentonite was emplaced on the
soil to create a seal and prevent future settling. The entire site has now been reclaimed to final

configuration.

The engineering issues related to reclamation of the walls, roads, shafts, and utilities are
discussed in Section 3.7-5(3)(3) of the application. Reclamation slopes are reported to be
concave in cross-section and do not exceed a slope of 2:1 except in very small areas, as per
R645-301-553. It is reported that no slopes exceed the maximum safe angle of repose, and a 36-
degree slope would have a critical safety factor of 1.4 under static conditions. Additionally, no
acid forming or toxic materials were encountered during reclamation.

Findings:

Backfilling and grading meet the Coal Mining Rules requirements.

MINE OPENINGS

Regulatory Reference: 30 CFR Sec. 817.13, 817.14, 817.15; R645-301-513, -301-529, -301-551, -301-631, -301-748, -301-765, -
301-748.

Analysis:

As per R645-513.500, R-645-529, and the two existing shafts have been backfilled, or
otherwise properly managed consistent with MSHA, 30 CFR 75.1711. Both shafts experienced
some settlement following initial backfilling. Initial backfill (obtained excess cut material
generated by the Utah Department of Transportation) was used to address settlement. Both shafts
were backfilled in excess volumes to accommodate future settlement. A 2-foot thick later of
bentonite was placed in the No.2 shaft to minimize the potential for water to rise in the shaft.
Monitoring indicated that backfill in the No.2 shaft settled 1.4 feet in the period from September
2008 to August 2009.

Findings:

Settlement is generally most rapid immediately following backfilling, and both shgfts
were backfilled in excess, the shafts are currently considered stable and meet the Coal Mining
Rules requirements.

TOPSOIL AND SUBSOIL

Regulatory Reference: 30 CFR Sec. 816.22, 817.22; R645-301-240, -302-317.500.
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Redistribution

The backfilling and grading plan for 18.7 acres was presented on Exhibits 3.7-7A, 7B,
7C, and 7D and discussed in Section 3.7-5(3)(3). Reclamation slopes are concave in cross-
section and do not exceed a slope of 2:1. Of these acres, 16 required topsoil. Topsoil was to be
applied at a depth of twelve inches, requiring 25,800 cubic yards. Table 3.7-10 summarizes the
proposed cut/fill calculations: 85,860 cubic yards of cut and 83,990 cubic yards of fill and 6,680
cubic yards of topsoil.

Earthwork (including seeding) at the Crandall Canyon site was completed in the fall of
2003. Substitute topsoil was obtained from the facilities area shown on Map 3.7-7B. The
quality of the substitute topsoil is reported in Appendix 3.7S. Further information on topsoil is
located in Section 3.7-5(5) and Exhibit 5, Volume 4, Figure 8-5 contains the soil test results for
samples taken during Crandall Canyon development in 1981. There was no further testing of soil
prior to its use. Soil from the facilities area and topsoil stockpile was graded over the final
surface of the reclaimed shafts to a depth of one foot.

Reclamation as-built topography is shown on Maps 3.7-12AB and 3.7-13AB and
associated cross-sections on Map 3.7-14AB. According to the Crandall Canyon bond estimates,
92,540 cubic yards of earth were moved to rough grade the facilities area, another 30,920 cubic
yards were hauled from the facilities area to backfill the shaft areas; 3,340 cubic yards of topsoil
from stockpile No. 2 and 58,385 cubic yards of facilities area substitute topsoil were graded over
the site (Vol 9, Ex. 17). Topsoil stockpile No. 1 was contaminated with the noxious weed
Cardara draba, commonly known as Hoary Cress or Whitetop. Topsoil stockpile No. 1 was not
utilized and is not included in the application for Phase I bond release.

There were two shafts in Crandall Canyon described in Section 3.7-3(1). The No. 1
intake shaft was 26 ft. x 1,450 ft., with the shaft bottom elevation at 5,352 ft. The No. 2 return
air shaft was 20 ft. X approximately 1,400 ft., with the shaft bottom elevation at 5,324 ft. After
mine closure, water was measured at an elevation of 5,785 ft., which is 5 ft. below the roof of the
D seam in the return shaft. A ventilation circuit existed between the shafts and the D seam as
evidenced by ingassing at the return shaft collar and outgassing at the intake shaft collar (App.
3.7N). At the request of the BLM (letter from Sally Wisely to Lowell Braxton, dated October
23, 2001) the reclamation plan for shaft reclamation was changed and both shafts were backfilled
to their full depths with spoil, rock, concrete fragments, and bentonite, in accordance with the
plan described in Appendix 3.7N. Soil was mounded over the shafts to allow for settlement.

Considerable settlement followed. The area surrounding Shaft No. 1 was reworked in
2005 to fill a void (approximately 15 ft. of settlement). Approximately 0.4 acres were
redisturbed to fill the void over the No. 1 (upstream) shaft and the area was reseeded (Section
3.7-5(1).
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Shaft No. 2 subsidence was more extensive and required that fill be brought in from an
outside source. The following summary of the work is derived from emails saved to the
Division’s Draft file folder and conclusions drawn from these emails may be in error. Depth of
settling in Shaft #2 was not reported in the application. Division meeting notes from May 2007
indicate a depth of approximately 150 to 250 ft before water; i.e., a rock falling 3 - 4 sec @
approximately 32 ft/s? acceleration, therefore approximately 150 to 250 ft of free fall before
reaching water. The Division’s Feb 2007 meeting notes indicate that a first attempt at re-filling
the void in November 2007 was done with 4,000 cubic yards of surrounding soil. Subsequently,
water saturated this fill and overtopped the shaft and was discharged to Crandall Creek. The
water was sampled and analyzed. The Shaft was fenced and left for winter. On April 16, 2007,
the UPDES permit was modified to authorize temporary discharge of this water to Crandall
Creek (2007/Incoming/0012.pdf). A draft of the General Scope of Work was provided by email
to the Division on April 19, 2007 for comment. Water was pumped from the shaft and allowed
to settle in a catch basin before discharge to Crandall Canyon Creek. Material excavated from
the catch basin along with imported material from a Department of Transportation (UDOT)
storage area was used to backfill the shaft. An email communication from Dennis Ware dated
April 26, 2009 refers to a verbal approval of this work. A Draft approval of the plan was found
in the files dated April 26, 2007. This document was apparently never signed and finalized.

By April 21, 2007, the shaft was filled to 170 feet below the surface (Email from Dennis
Ware dated April 30, 2007) with fill from the nearby UDOT road cut stockpile site near the
junction of Hwy 6 and 191. The quantity of fill used was not reported in the application, but is
described in the General Scope of Work which described the following backfill materials:

a. First, approximately 95 tons of dry cement will be mixed with equal parts of Contractor
supplied 3” to 4" drain rock and dumped into the shaft.

b. Secondly, approximately 3,700 yards of fill material from the State Road pile on HWY 6 near
the mouth of Crandall Canyon will be placed in the Shaft until it is filled to point 20 feet
below the level of water inflow into the shaft or, if there is no water inflow, at a point 120 feet
below the surface elevation.

c. Thirdly, 1,160 yards of bentonite will be placed in the shaft on top of the fill material for a
distance of 100 feet starting at a point 20 feet below the level of water inflow into the shaft or,
if there is no water inflow at a point 120 feet below the surface elevation.

d. Lastly, additional fill material from the State Road pile on HWY 6 near the mouth of Crandall
Canyon will be placed atop the bentonite and brought up to the surface elevation and

mounded a minimum of 5 feet above the surface elevation.

A column of water 160 ft in depth (above the fill in the shaft) was continuously pumped
to the catch basin. In August 2007, when the shaft was nearly empty of water, the shaft was
completely backfilled. Division Geologist Dave Darby reported in an email to Pam Grubaugh-
Littig (August 6, 2007) that an additional 165 ft. of shaft was filled with soil and a trench was
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excavated to discharge the muddy surface layer which was too heavy to pump. Section 3.7-
5(3)(6) of the application states that in 2008, a two foot cap of bentonite was placed four feet
beneath the surface grade inside the shaft collar to prevent water from reaching the surface. The
1.2 acre disturbed area around the shaft was reseeded in 2008. Settlement over the past year was
1.4 ft. (Section 3.7-5(3)(2) and Sec. 3.7-5(3)(6)).

ROAD SYSTEMS AND OTHER TRANSPORTATION FACILITIES

Regulatory Reference: 30 CFR Sec. 701.5, 784.24, 817.150, 817.151; R645-100-200, -301-513, -301-521, -301-527, -301-534, -
301-537, -301-732.

Retention

The applicant intends to keep the primary access road into the canyon claiming that the
road will have many benefits to the watershed and has been built to blend in with the reclaimed
surface topography. This road has been approved as part of the post mining land use and will be
designated as a private road with a locked gate restricting entry. Additionally, the adjoining
landowners have filed requests to the Division to keep the road in place in order to facilitate
access to their property. The landowners have indicated that they will responsible for the
maintenance of the road and associated drainage controls on their property.

Findings:

The road system through Crandall Canyon has been approved to meet the requirements of
Phase I Bond Release and meets the s Coal Mining Rules requirements.

HYDROLOGIC INFORMATION

Regulatory Reference: 30 CFR Sec. 784.14, 784.29, 817.41, 817.42, 817.43, 817.45, 817.49, 817.56, 817.57; R645-301-512, -301-
513, -301-514, -301-515, -301-532, -301-533, -301-542, -301-723, -301-724, -301-725, -301-726, -301-728, -301-729, -
301-731, -301-733, -301-742, -301-743, -301-750, -301-751, -301-760, -301-761.

Hydrologic Reclamation Plan

The reclamation is described in the Willow Creek Mine MRP, Volume 1, Section 5.0:
hydrology is described in Section 5.5 of Volume 1. The plan indicates that upon removal of the
sediment ponds 014 and 015 in Crandall Canyon, straw hay bales and silt fencing were to be
used as the primary reclamation sediment control methods. According to the Phase I Bond
Release application, actual alternative sediment control measures implemented included hay
mulch, deep gouging of growth media, seeding followed by additional mulch, and application of
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chemical treatment to the final mulch layer. The Applicant also goes on to state that any
weakness in the implementation of the sediment control plan such as gullies that form greater

than 9-inch depth in areas lacking vegetation will be remedied.

According to the application, all culverts used during mine operations to route the
undisturbed runoff under the facilities pad were removed during reclamation. The only
operational-phase culverts that remain in Crandall Canyon are associated with the road left in
place for the purposes of controlling road runoff. In some instances, swales were installed to
replace select culverts in order to reduce maintenance. A map detailing the remaining culverts
and ditches was included as Exhibit 3.7-12AB.

There are two stream sample locations, B25 and B26 within Crandall Canyon that are
monitored on a quarterly basis. Stream sample location B25 appears to be located upstream on
the Martineau property. Operational water monitoring site B26 is immediately downstream of
the reclaimed facilities area. According to the Division water quality monitoring database,
neither location has recorded any flow since 2002. Site B-22-1 is at the mouth of the canyon,
downstream of the Topsoil Stockpile No. 2. The application states that stream and spring points
B26 and B-22-1, respectively are within the Phase I bond release area; however B22-1 has been
inactive since 2002 and not listed as a quarterly monitoring sampling point according to Table
4.7-3 in the MRP.

Findings:

During the bond release inspection, the reclamation of the two sediment ponds in
Crandall Canyon was observed to be adequate. A drainage ditch located on the north side of the
road was in place to control runoff from the road. Additionally, several drainage swales
originating from the canyon walls on the north side of Crandall Canyon were rip rapped and
appeared to show good stability. The natural drainage patterns appeared to be adequately
restored and no evidence of erosion was noted in the diversions.

The hydrologic reclamation plan for Crandall Canyon meets the R645-301.760 Utah Coal
Rules.

REVEGETATION

Regulatory Reference: 30 CFR Sec. 785.18, 816.111, 816.113, 816.114, 816.116, 817.111, 817.113, 817.114, 817.116; R645-301-
244, -301-353, -301-354, -301-355, -301-356, -302-280, -302-281, -302-282, -302-283, -302-284.

Revegetation: Timing

Regrading, backfilling, shaping, contouring, and seeding with the approved seed mix,
occurred in the Fall of 2003 with some rework on the #2 shaft in July of 2008 as noted on exhibit
3.7-16AB. Additional seedlings were planted in the Fall of 2004. Ponderosa Pine and Douglas
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Fir seedlings were planted at a rate of 100 Ponderosa Pine and 150 Douglas Fir per acre within
200 feet of the reclamation channel.

Revegetation: Mulching and Other Soil Stabilizing Practices

Prior to seeding, hay was incorporated into the topsoil at a rate of 2 tons per acre. Aﬁer
seeding, an additional 1.5 tons per acre of straw mulch was distributed by blower and a tackifier
was added to retain the mulch.

Revegetation: Standards For Success

Vegetation in the reclaimed area was sampled in 2008. The summarized data indicated
that the species composition and percent cover meet or exceed that of the reference areas.

Findings:

The information in the application is adequate to meet the requirements of this section of
the regulations.

STABILIZATION OF SURFACE AREAS

Regulatory Reference: 30 CFR Sec. 816.95, 817.95; R645-301-244.

Reclamation treatments (seeding and gouging) are shown as as-built reclamation
treatment areas Map 3.7-16AB (Vol. 16, Ex. 20). These sediment control measures are further
described in Section 3.7-5(4)(5). The regraded site was covered with hay (2 tons/ac) that was
gouged into the surface to a depth of 12 to 18 inches before seeding. The hydroseeding
operation was followed by a surface application of 1.5 tons/ac hay mulch blown on the surface
with 500 Ibs/ac tackifier.

The Crandall Canyon main drainage channel CCRD-11 is depicted in cross-section in
Attachment 1, Reclamation Hydrology Calculations. This channel was covered with soil to fill
the voids in the riprap and the channel was seeded. Woody species were planted along the
channel length in 2004, as described in Section 3.7-5(3)(7).

The seed mix used on the reclaim site and the reclaimed channel is provided in a table in
Section 3.7-5(3)(7).

Findings:

The Permittee has adequately applied best management practices to control erosion and
prevent sediments from leaving the site.
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MAPS, PLANS, AND CROSS SECTIONS OF RECLAMATION
OPERATIONS

Regulatory Reference: 30 CFR Sec. 784.23; R645-301-323, -301-512, -301-521, -301-542, -301-632, -301-731.

The application package included as built reclamation topography, cross sections,
channel profiles, reclamation treatments areas, and watershed maps. All maps are certified
adequately.

Findings:

Maps, plans, and cross sections of reclamation operations meet the Coal Mining Rules
requirements.

BONDING AND INSURANCE REQUIREMENTS

Regulatory Reference: 30 CFR Sec. 800; R645-301-800, et seq.
Analysis:

General

In order to transfer the disturbance associated with the Crandall Canyon surface facilities
from the Castle Gate Mine, C/007/004 to the Willow Creek Mine, C/007/038, the Division
determined that an amount of $ 1,251,000 was necessary to complete the demolition, backfilling
and grading and revegetation of the area. This is the amount currently set aside of the remaining
bond (§ 2,175,114) to ensure the three phases of bond release ensuring adequate reclamation of
the 32.76 acres.

Form of Bond

The $ 2,175,114.00 bond currently held by the Division to ensure the complete
reclamation of the areas remaining to receive Phase III bond release is a surety bond, issued by
Travelers Casualty and Surety Insurance Company. This Company has an A.M. Best rating of
A+ as of June 30, 2009.

Determination of Bond Amount

The Permittee is applying for a bond release amount of $ 750,000, which is 60 % (the
maximum amount allowable by law) of the $ 1,251,000.00 bond being held to cover the three
phases of reclamation for Crandall Canyon.
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If all requirements for Phase I are determined as having been met, and the $750,000.00
amount is released, the total bond amount remaining for the Willow Creek Mine will be $
1,425,114.00.

Terms and Conditions for Liability Insurance

The Permittee maintains general liability insurance coverage, which meets the
requirements of the R645 Coal Mining Rules. The current coverage term is from December 13,
2009 through December 13, 2010.

Findings:

All requirements relative to Phase I have been addressed. Therefore, a recommendation
to release the Phase I amount being applied for ($ 750,000.00) is approved.

This determination is based upon the review and approval of all Division technical
memos, as well as concurrence from the U. S. Department of the Interior, Office of Surface
Mining, Bureau of Land Management and the Utah Department of Water Quality that the site
meets Phase I release requirements.

0:\007038 WIL\FINAL\WG3467\TA 3467.doc
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Figure 1. View of Shaft No. 2, which experienced significant settling in 2006.

Figure 2. Primary stream channel that runs through Crandall Canyon
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Figure 3. Facing Southeast — view of the stream channel relative to Shaft No. 2

Figure 4. Close up view of backfill material mounded on top of Shaft No. 2.
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Figure 5. Reclaimed road that runs through Crandall Canyon is to remain for access and egress.

Crandall Canyon Phase I Bond Release
May 4, 2010 photos
007/0038




Figure 6. Shaft No. 1 experienced minor amounts of settling and is currently cordoned off with snow
fencing.
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Figure 7. Property boundary gate separates Plateau Mining Company property and private
property owned by Martineau.
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GARY R. HERBERT Executive Director
Governor Division of Oil, Gas and Mining  Permit Number: 0070038
GREG BELL JOHN R. BAZA " Inspection Type: BOND RELEASE
Lieutenant Governor Division Director Inspection Date:é Tuesday, June 08, 2010
Start Date/Time:' 6/8/2010 9:00:00 AM
End Date/Time: 6/8/2010 10:30:00 AM

Representatives Present During the Inspection:

State of Utah

DEPARTMENT OF NATURAL RESOURCES
MICHAEL R. STYLER

Inspection Report |

Last Inspection: Tuesday, May 04, 2010

OGM  April Abate Hydrologist
OGM Joe Helfrich Environmental Scientist Il Inspector: Daron R. Haddock, Manager
OGM  Kevin Lundmark Weather: Warm, Sunny
L OGM  James Owen InspectioniD Report Number: 2391
. OGM  Ingrid Wieser Environmental Scientist Il Accepted by: jhelfric
Company Dennis Ware Controller 6/24/2010
State Jeffrey Studenka Environmental Scientist
BLM  Sue Wiler
Permitee: PLATEAU MINING CORP
Operator: PLATEAU MINING CORP
Site: WILLOW CREEK MINE
Address: PO BOX 30, HELPER UT 84526-0030
County: CARBON
Permit Type: PERMANENT COAL PROGRAM
Permit Status: ACTIVE
Current Acreages Mineral Ownership Types of Operations
14,662.49] Total Permitted ¥ Federal ¥ Underground
71.44] Total Disturbed __ state _| Surface
92.45 Phase | | County ¥ Loadout
92.45 Phase ll v Fee " Processing
92.45 Phase lll v Other __| Reprocessing

Report summary and status for pending enforcement actions, permit conditions, Division Orders, and amendments:

This is a phase | bond release inspection for the Crandall Canyon area of the Willow Creek Permit. A preliminary
inspection of the site was conducted on May 4, 2010 and this is the "official" bond release inspection. The b_ond
release covers an area of 32.96 acres, of which 16.93 acres are reclaimed and the remainder is a combination of
undisturbed areas and a road that accesses private property above the mine site.

Also participating in the inspection In addition to the representatives listed above were: Christy Hulsman with OSM and
Tonya Hammond representing Blackhawk Coal.

Inspector's Signature (/& J/ W %/

Date Thursday, Junn

Daron ;(T'laddock Manager
Inspector ID Number: 28

Notd 59 ént péattbrilrappicd SestadtXdh B an bifddlit Sabckmbliafitty Wit tRé ré4uf®ly program of the Division of Oil, Gas and Mining.
telephone (801) 538-5340 o facsimile (801) 359-3940 ¢ TTY (801) 538-7458 ¢ www.ogm.utah.gov

QIL, GAS & MINING




Permit Number: 0070038 Inspection Continuation Sheet

Inspection Type: BOND RELEASE

Inspection Date: Tuesday, June 08, 2010 Page 2 of 3

REVIEW OF PERMIT, PERFORMANCE STANDARDS PERMIT CONDITION REQUIREMENTS

1. Substantiate the elements on this inspection by checking the appropriate performance standard. )
a. For COMPLETE inspections provide narrative justification for any elements not fully inspected unless element is not
appropriate to the site, in which case check Not Applicable.
b. For PARTIAL inspections check only the elements evaluated.
2. Document any noncompliance situation by reference the NOV issued at the appropriate performance standard listed below.
3. Reference any narratives written in conjunction with this inspection at the appropriate performace standard listed below.
4. Provide a brief status report for all pending enforcement actions, permit conditions, Divison Orders, and amendments.

Evaluated Not Applicable Comment Enforcement

I T

17. Other Transportation Facilities

18. Support Facilities, Utility Installations

19. AVS Check
20. Air Quality Permit

21. Bonding and Insurance

1. Permits, Change, Transfer, Renewal, Sale L [ —
2. Signs and Markers O L ;
3. Topsoil i r L]
4.a Hydrologic Balance: Diversions U v o
4.b Hydrologic Balance: Sediment Ponds and Impoundments U L [
4.c Hydrologic Balance: Other Sediment Control Measures O] L U
4.d Hydrologic Balance: Water Monitoring = L [
4.e Hydrologic Balance: Effluent Limitations L U L
5. Explosives L L _
6. Disposal of Excess Spoil, Fills, Benches L 5 L]
7. Coal Mine Waste, Refuse Piles, Impoundments L L L]
8. Noncoal Waste L L L]
9. Protection of Fish, Wildlife and Related Environmental Issues U ] ]
10. Slides and Other Damage = L L
11. Contemporaneous Reclamation L U L
12. Backfilling And Grading O L] _
13. Revegetation v v ]
14. Subsidence Control O U O
15. Cessation of Operations ] _ L]
16.a Roads: Construction, Maintenance, Surfacing r L
16.b Roads: Drainage Controls O v

1 ™

22. Other




Permit Number: C0070038 Inspection Continuation Sheet

Inspection Type: BOND RELEASE

Inspection Date: Tuesday, June 08, 2010 Page 3 of 3

4.a Hydrologic Balance: Diversions

Inspected the swales that drained into the main channel for signs of erosion or
instability. All swales that crossed the dirt road originated along the northwall of the
canyon and were riprapped. No indications of instability or erosion were noted. Main
Channel was rip rapped and observed to be dry. The main channel according to the
bond release application is designed to handle the 100-year 6-hour storm event
calculated to be 133 cfs. Culvert adjacent to the gate that borders the private
property was damaged and in need of repair. Other culverts alongside the road and
east of the bond release area boundary were inspected and looked to be in
satisfactory condition with miniminal maintenance needed.

13. Revegetation

The site was seeded in 2003 following backfilling, grading, and cont.ouri.ng. The 2008
vegetation survey indicated that the standards for success for the site either met or
succeeded those of the reference area.

16.b Roads: Drainage Controls

Drainage swales and main ephemeral channel was observed to be in satisfactory
condition with no signs of instability or erosion problems.
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Green Rivex: District Office TAKE PRIDE
Price Field Office NAMERICA
125 South 600 West
Price, UT 84501

http://www.blm_gov/ut/st/en/fo/price.html
June 11,2010

In Reply Refer To:
3474
(UTG023)

Daron Haddock

Utah Division of Oil Gas and Mining
PO Box 145801

Salt Lake City, Utah

84114-5801

Dear Mr. Haddock,

Subject: Phase I Bond Release Inspection for Reclaimed Areas of the Willow Creek Mine. Crandall
Canyon. Phase Il Bond Release Inspection for the Star Point Mine

Phase I Bond Release Inspection took place on June 8, 2010; Plateau Mining Corporation has cosnpleted
Phase I of the approved reclamation plan for the areas of Crandall Canyon area other than the dxstur!?ed
area around the shaft area that subsided in the winter of 2008. The BLM concurs with the reclamation
that has taken place.

Phase ITI Bond Release Inspectlon took place on June 8, 2010 on 40 acres of the reclaimed surface
facilities to change the post mining land use from wildlife habitat, grazmg and recreational use to
industrial for oil and gas. The BLM concur with the reclamation and the post mining land use change.

If you have any questions concerning this matter, please contact Sue Wiler at
(435)636-3651.

Smcerely

Steve Ri
Assistant Field Oﬁ' ice Manager, Coal

cc: (UT923), Roger Bankert
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June 15,2010

Mr. Dennis Ware, Environmental Coordinator
Plateau Mining Corp.

PO Box 30

Helper, Utah 84526

Subject: Final Reconnaissance Inspection for UPDES Permit No. UTG040012 — Plateau Mining’s
Crandall Canyon and Star Point Reclamation Sites.

Dear Mr. Ware: -

As you know, on June 8, 2010 I met with you and members of DOGM, BLM and OSM and .conducz’(q? a
final reconnaissance inspection with regards to the former Crandall Canyon and Star Point mine facilities
and UPDES Permit No. UTG040012. Specifically I observed the reclaimed areas and receiving water
drainages. No deficiencies were observed and no response is required at this tin?e. As noted in th.!s
inspection report, as well as in previous correspondences, the outfalls have been inactivated an.xi.DMRs will
not need to be submitted so long as the potential to discharge remains obviated. Should S:ondltxons change
at these facilities to include the need to discharge, please contact our offices to re-activate your permit
status and include any outfall information as appropriate.

Enclosed is a copy of the inspection report for your records. I have appreciated your compliance efforts
and in keeping me informed of the operations over the past several years. If you have any questions, please
contact me at my new phone number (801) 536-4395 or by e-mail at jstudenka@utah.gov. Also, please |
note below our new address for any future mailings. '

Sincerely,

Jeff Studenka, Environmental Scientist
UPDES IES Section

Enclosures l

cc (wlencl): Amy Clark, EPA Region VIII

Claron Bjork, SE District Health Department RECEIVED

Dave Ariotti, SE District Engineer 3

Daron Haddock, Division of Oil Gas & Mines JUNZ! 288
F:Awp\GP-Coal Mines\Plateau Mining\RI Final 6-8-2010 cov.lir.doc D OF O, GAS & Asmeg

195 North 1950 West » Salt Lake City, UT
Mailing Address: P.O. Box 144870 + Salt Lake City, UT $4114-4870
Telephone (801) 536-4300 + Fax (801) 5364301 » T.D.D. (801) 5364414
www._deq utah.gov
Printed on 100% recycled paper




NAICS No. 212112

Name, Address of Responsibie Official/Title/Phone and Fax Number
["Dennis Ware, Environmental Coordinator
| Plateau Mining Corp.. Willow Creek Mine

Contacted

! PO Box 30 L]
| Helper, UT 84526 Yes No
| (435) 4720475

£l

i

United States Environmental Protection Agency
£ Em Washington, D.C. 20460
N7 Water Compliance Inspection Report
Section A: National Data System Coding (Le., ICIS)
Transaction Code NPDES yrimo/day Inspection Tyje lns{i'ltor Fac. Tgl
(N L] ulTlclof4fofo]1]2] [1[ojo]e]o]|8] [R] S 2
1 2 3 1 12 17 8 18
Remarks ;
Lot rrreerrrr et ee ettt gl
2 s
Inspection Work Days  Facility Self-Monitoring Evaluation Rating Bl QA Reserved
L1 11 H IN] N} Ll
7 %9 7o o 7] 73 14 i 75
Section B: Facility Data : —
Name and Location of Facility Inspected (For industrial users discharging to POTW, also include POTW name  |Entry Time/Date ¢ |Permit Effective Date
and NPDES permit number) 9:05 am /6-8-2010 5-1-2008
Plateau Mining Corp., Crandall Canyon & Star Point Mine Reclamation Sites:
Crandall Canyon site ~5 miles north of Helper, Utah off US 6 HWY in Carbon County g T P
Star Point site in Wattis, UT off Hwy. 122 in Carbon County Exit Time/ Date 4 (Permit Expiration Date
1:45 pm /6-8-2010 4-30-2013
Name(s) of On-Site Representative(s)/Title(s)/Phone and Fax Number(s) Other Facility Data (e §. SIC NAICS, and other
| Dennis Ware, Environmental Coordinator descriptive informai e .
§ Plateau Mining Corp Inactive & reclaimed rground mining operation
(435)472-0475 SIC code 1222

Section C: Areas Evaluated During Inspection (Check only those areas evaluat

Effluent/Receiving Waters
E Flow Measurement

@ Operations & Maintenance
[] studge Handling/Disposal

X permit Self Monitoring Program [] Pretreatment
& Records/Reports D Compliance Schedule D Pollution Prevention
DX Facility site Review [] Laboratory [] storm water

[ combined Sewer Overflow
D Sanitary Sewer Overflow

e
Ms4

Section D: Summary of Findings/Comments ]
(Attach additional sheets of narrative and checklists, including Single Event Violation codes, §s necessary)

SEV Codes

HERER

SEV Description

!

i
4.

LT

HERER

Narnie(s) and Signature(s) of Inspector(s)

Agency/Office/Phone and Fax Number(s)

Date:

JEFF STUDENKA. ENV?{GNMEN’IAL%SCIEN‘I'IST

ek

DWQ
(801) 536-4395

(o-(S-2010

N/A

I’Name and Signature of Management Q A Reviewer

Agency/Office/Phone and Fax Number(s)

ﬁ MIKE HERKIMER , MANAGE!
UPDES IES SECTION 7 .
Zaés/

DWQ
(801) 5364390

/2l

EPA Form 3560-3 (Rev 1-06) Previous editions are obsolete




INSPECTION PROTOCOL

UPDES Permit#:  UTG040012 — Plateau Mining Corp.
Inspection Type: Reconnaissance Inspection (Final Reclamation)
Inspection Date: June 8, 2010

Weather Conditions: Sunny and warm, ~75° F

Jeff Studenka of the Division of Water Quality (DWQ) visited the reclaimed Crandall Canyon and Star
Point Mine sites as part of DOGM’s Bond Release Inspection process. Representatives from Plateau
Mining, DOGM, BLM and OSM were also present.

FACILITY DESCRIPTION

Locations:  Crandall Canyon ~5 miles North of Helper off US 6 in Carbon County, UT.
Coordinates: latitude 39° 45 47.46”, longitude 110° 53° 59.21”

Star Point Mine site is in Wattis off Hwy. 122 in Carbon County, UT.
Coordinates: latitude 39° 31” 43.28”, longitude 111° 01” 16.30”

FlowInfo:  No flow data since Crandall Canyon’s temporary Outfall 016 in 2007. All outfalls have
either been reclaimed or transferred to other owners and the potential to discharge has been obviated.

Receiving waters: ~ Crandall Canyon Creek (dry) — Price River
Serviceberry Creek (dry) — Price River drainage

Site Info: Former underground coal mining operation facilities. The mining operations are no longer
present and reclamation activities were completed several years ago. Outfall 016 was added to the
existing UPDES general permit coverage, via a permit modification effective April 16, 2007, to
provide for the temporary dewatering of the #2 Mine Shaft in Crandall Canyon, which subsided several
hundred feet in November 2006 and subsequently filled with ground water. A pump was placed into
the mine shaft water column and was pumped out at a rate of ~300 gpm and into the natural canyon
drainage. Dewatering operations were completed in July 2007 and the shaft was safely backﬁ.lled and
the area reclaimed once again by spring of 2008. Outfall 016 is no longer in place; the potential to
discharge obviated and thus has been inactivated along with previous outfalls.

INSPECTION SUMMARY
There were no deficiencies noted during the previous inspection of these areas for follow up (CEI
performed 8-26-2008). A tour of the facility included observing the reclaimed areas of both the
Crandall Canyon and Start Point mine sites. The receiving water drainageS_ were %150 observed and a
few photos were collected for the file, as this will likely be the final DWQ inspection of these areas.
DEFICIENCIES

No deficiencies with respect to the UPDES permit were observed during the inspection.
REQUIREMENTS

None
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United States Department of the Interior é‘@ﬂ"%&%
OFFICE OF SURFACE MINING g
Reclamation and Enfog:iement %} ‘é’
Western Region Office
RECEIVED 19996183troadweagyl,o Suite 3320 F suReAc
Denver, CO 80202-3050
JuL ot 200

DIV. OF O, GAS & MINING

June 29, 2010

John Baza, Director

Department of Natural Resources
Division of Oil, Gas, and Mining
1594 West North Temple, Suite 1210
PO Box 145801

Salt Lake City, Utah 84114-5801

RE: Phase I Bond Release, Crandall Canyon, Willow Creek Mine, Permit No. C/007/0038,
Concurrence

Dear Mr. Baza,

This letter acknowledges the Office of Surface Mining Reclamation and Enforcement (OSM),
Denver Field Division’s (DFD) receipt and review of the above Phase I Bond Release Proposed
Decision document prepared by the Division of Oil, Gas, and Mining (DOGM) dated June 17,
2010. DFD agrees with the findings and decision document and hereby provides OSM
concurrence for the above bond release action in accordance with 30 CFR 740.15(d)(3) and 30
CFR 944.30, Article IX, of the State-Federal Cooperative Agreement.

DOGM’s Proposed Decision documents the applicant’s compliance with the Utah approved
regulatory program at Utah Rule R645-301-880.

This Phase I bond release request applies to 32.96 acres consisting of rempyal of su;face
facilities, backfilling of mine shafts, general backfilling and grad}ng, resoiling, seeding and
mulching at the Crandall Canyon portion of the Willow Creek mine.

A thorough summary of the operational and reclamation history of the mine are af:curately
captured in the above DOGM proposed Decision. Public and landowner notification qf the bqnd
release provided by the permittee (Plateau Mining Corporation), and the bonq release ms?ecnon
notifications provided by DOGM are also documented in the Proposed Decision, DOGM’s
inspection report for the release inspection, and related correspondence. Both QSM and the
Bureau of Land Management (BLM) were notified of the bond release inspection. BLM
concurred with the proposed decision in a letter dated June 11, 2010.

OSM finds that Plateau Mining Corporation has met or exceeded the requirements for Phase 1
bond release on the 32.96 acres of land as described above. Travelers Casualty and Surety




Insurance Company currently holds a surety bond in the amount of $1,251,000 for the Crandall
Canyon portion of the Willow Creek mine. This action will release $750,600 — the full 60%, as
allowed by the Utah coal rules for Phase I bond release. DOGM has determined that 'the
remaining bond amount of $500,400 is sufficient to complete all remaining reclamation
obligations at this site if the work had to be completed by a third party contractor. OSM concurs
with the proposed bond release amount.

Thank you and your staff for coordinating this Federal mine bond release action through the
DFD. Please direct any questions concerning this action to Christy Hulsman, Natural Resources
Protection Specialist at chulsman@osmre.gov or (303) 293-5042.

Sincerely,

James F. Fulton, Chief
Denver Field Division

cc: Daron Haddock, DOGM
Plateau Mining Corporation
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BUREAU OF LAND MANAGEMENT ‘
Green River District Office TAKE PRIDE"
Price Field Office INAMERICA
125 South 600 West .
Price, UT 84501
JIwww bim.gov/ut/st/en/fo/price.htmi
June 11,2010
In Reply Refer To:
3474
(UTG023)
Daron Haddock
Utah Division of Oil Gas and Mining
PO Box 145801
Salt Lake City, Utah
84114-5801
Dear Mr. Haddock,

Subject: Phase I Bond Release Inspection for Reclaimed Areas of the Willow Creek Mine, Crandall
Canyon. Phase 1l Bond Release Inspection for the Star Point Mine

Phase | Bond Release Inspection took place on June 8, 2010; Plateau Mining Corporation has completed
Phase I of the approved reclamation plan for the areas of Crandall Canyon area other than the disturbed
area around the shaft area that subsided in the winter of 2008. The BLM concurs with the reclamation
that has taken place.

Phase [11 Bond Release Inspection took place on June 8, 2010 on 40 acres of the reclaimed surface
facilme:s to change the post mining land use from wildlife habitat, grazing and recreational use to
industriat for oil and gas. The BLM concur with the reclamation and the post mining land use change.

If you have any questions concerning this matter, please contact Sue Wiler at

(435)636-3651.
Sincerely L
/Steve Ri Z,

Assistant Field Office Manager, Coal

cc: ( UT923), Roger Bankert




